You may wish to review some similar project ...
(A) USDA/NRCS Parking Lot, Pervious, water-permeable >> www.ecoterr.com/iowa nrcs
(B) Public Park, Green Grass Parking Lot in St. Louis, Missouri >> www.ecoterr.com/tilles park
Site plan, documents, etc at >> http://www.ecoterr.com/tilles park/whats new.htm
Construction Photos >> http://www.ecoterr.com/tilles park/photo 2.htm
Finished (grass will grow in this spring, job was not completed in time for seeding last fall) >>
http://www.ecoterr.com/tilles park/photo 3.htm

Many more examples are available at www.stabiligrid.biz
You may consider HoofGrid HD and StabiliGrid it to be a military/commercial/civil/developmental grade of roadway
product.
(more ... www.stabiligrid.net || demo photos >> commercial || residential || agricultural/equestrian )

DIN Compliances - Certified by TUV/Nord (see Source file below)
DIN 4102 - Approval:
» fire access + 20 tonnes/essieu (exceeding 20MT/ axle, or 22.45 US tons / axle AVDP)
» Fire resistant
DIN IN ISO 124 (B125) - Approval:
» "carparke" (public and private vehicular parking lot surfaces)
» "park with truck" (commercial/public warehousing, loading and staging areas, etc.)
DIN 1072 :1985 - appropriateness/acceptability for public roadways - Approval:
» Meets or exceeds roads and bridges vehicular traffic surface requirements
» meets or exceeds design loads compliance
» Expected lifespan = indefinite
DIN 38412 :1992 - Approval:
» Environmental Compatibility (biologically inert, nontoxic, does not decay into toxic materials, etc.)
» Most strict methodology used (nhon-toxicity in ground waters and surface waters, using the most
strict methodology which is essentially "feeding it to the bottom and the top of the food
chain®).
Definition of DIN 38412:1992 - provided by ANSI (American National Standards Institute):
"German standard methods for the examination of water, waste water and sludge; bio-assays
(group L); determination of the inhibitory effect of waste water on the oxygen consumption
of Pseudomonas putida (L 27) (FOREIGN STANDARD)"

To download PDF sheets: please "Right Click" and select "Save Target As ..."
Source file, BECETEL Physical Characterstics testing (English) >>
www.ecoterr.com/for_eric braun/Belgian Test results E50 english.pdf
Source file, TUV/Nord Certification >> www.ecoterr.com/for_eric_braun/TUV_certificate 2006-2009.pdf
Groundwater-Neutral, Fish Non-Toxicity, etc. certification (compliance with DIN environmental Compatability
Certification)
>> www.ecoterr.com/for_eric_braun/DIN-38412-Ubersicht.pdf
Supporting Laboratory Report (English) >> www.ecoterr.com/for_eric_braun/Fish-Toxicity-Test.pdf

If the Mall has questions concerning whether StabiliGrid will meet requirements, | have inserted "the math" demonstrating
StabiliGrid greatly exceeds the requirements in the USA, set by AASHTO (American Association of State Highway and
Transportation Officials) for "H-20/M-18 loading"

Remember, the Germans use this for PUBLIC streets, highways, parking lots, etc.
It is well qualified for a mall parking lot. see "the math" below.

best regards,

mark rector

425 864-1393

E C & surrorming
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St. Louis, Missouri ...

NOTE: photos taken before backfilling with topsoil and seeding with grass (this project was completed too late in the
year to plant grass, cars and trucks are parking directly ON TOP of the exposed grids all winter long until this spring,
when they will be seeded and the grids will no longer be visible)




