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A new and
revolutionary
development
in ground

with natural
~ drainage
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Dimensions 33 x 33 x3cm 33 x 33 x becm
Wall height 30 50
& hed mm mm * 20 - 30cm compressed gravel or ballast mixture
Charge up to 250t up to 350t 0/32 - 0/45mm
Packaging on plastic pallet BaHalMla 2 * 2 - 3cm ballast/sand mixture as compensation

(1 layer = 12 pieces = 1.33m2)
¢ Filling of tile with a mixture of 70% sand,

Weight / pcs 1.885kg 1.170kg 30% surfac_:e soil and fertiliser
(50g/m2 nitrophoska permanent)

Weight / m2 6.17kg 10.53kg

Number / m2 9 pieces 9 pieces

Layer / pallet /1 43 * 40 - 50cm compressed gravel or ballast mixture
mz2 / pallet 94.43m2 57.19m2 0/32 - 0/45mm

Pieces / pallet 852 216 e 2 - 3cm ballast/sand mixture as compensation
pallet dimensions 105 x 135 105 x 135

* Filling of tile with a mixture of 70% sand,
x 229cm x 229cm 30% surface soil and fertiliser
(50g/m2 nitrophoska permanent)

Gross weight / pallet 560kg 600kg
Material 100% Recycled
Natural stability Temperature -50 to 90°C

Filing of ECOGRID - up to max.1cm

Humidity absorption 0.01%
below top edge

Environmentally Friendly Ecological, ground water

neutral, multiple certification Laying of tiles - 1cm close to the

under German TUV quality boundary edge

system, weatherproof and

water resistant The better the foundation, the better
Installation 100m2 per person the pavement.

per hour

LOCAL DEALER:

email:sales@ecogrid.co.uk
web:www.ecogrid.co.uk



